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INSTRUCTION BOOK 
Over & Under Shotgun 


Model 300° 
12 Gauge 


MODEL 300™ OVER & UNDER SHOTGUN 


Congratulations on your choice of a Remington firearm. With proper care, your shotgun should give you many years of dependable use 
and enjoyment 


aN This Instruction Book will assist you In learning how to safely use and properly care fer your shotgun. Only when you understand and 
can safely practice all of the instructions and warnings in this book, should you use your ehotgun with live ammunition. If you have any 
questions about the sate use of your shotgun, write to us at Remington Arma Company, Inc., Consumer Affair Division, lion, New York 
13357-1888, or call us at our toll — free number, 1-800245-9700. Hf you loan or sell this shotgun, this Instruction Book must accompany 
the firearm. 


P 
loture | suanutal Gafety/Barrel Selector 


Top Lever Barrel Assembly STS 


This picture shows the maln parts of the REMINGTON MODEL 300™ OVER & UNDER SHOTGUN. The picture will ald in understanding 
the instructions in this book. 


Picture 2 
Ammunition 
This pleture shows the parts of the ammunition. For best results, we 
recommend that you use Remington ammunition — the ammunition 


Used in factory testing your shotgun againetourexacting function and 
performance standards, 
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RULES OF SAFE FIREARM HANDLING 


Ay WARNING A 


READ UNDERSTAND AND PRACTICE THESE RULES OF SAFE FIREARM HANDLING. A person using a firearm has aesumed 
ghormous responsibility. You must use your flreann in a way that will ensure not only your own safaty, but that of others as wall. You 
must learn how to handle your firearm safely at all times. Failure to read, understand and obey these rules can result In serlous per- 
sonal Injuries or death to you orcthers. Make safe firearms handling a habit — remember that only you can prevent firearms accidents. 


A WARNING A The following firearms safety rules apply not only to your Remington Mocel 300 over & under shotgun, but to 


all firearms. 


CONTROL YOUR MUZZLE. Always keep your muzzie pointed ina safe direction. A safe direction le one 
in which an accidental discharge will not cause Injury to yoursalf or others. Never allow your firearm to polnt 
at anything you do not intend to shoot. Muzzle control Is especially important when loading or unloading. 
Always know where your shotgun Is polnted and keep control of the muzzle even ff you stumble or fall. 


, KNOW YOUR FIREARM. Notall firearme are alike, Noone should handle any firearm without first becom— 


ming totally familiar with the mechanical characteristics of the firearm, and with the safe handling procedures 
fer loading, unloading, carrying, shooting and storing that fireann. 


TREAT EVERY FIREARM AS IF IT WERE LOADED. Never assume a firearm is unloaded. Always check 
the chamber(s) and the magazine to make sure your firearm Is completely unloaded. Even when you know 
or think your firearm is unloaded, always control the direction of the muzzis. When not In use, keep your 
firearn unloaded and the action open. When handling or carrying a loaded firearm, always keep the manual 
safety in the “SAFE™position until you are actually ready to shoot. Never rely on the manual safety to justify 
careless handling. Even Ifyou think the safety is engaged, caraless handling may reeultin an unintentional 
firing. The safety may not actuaily have bean engaged; the intemal mechanism may have been altered, 
disabled or broken; or the safety may have been disengaged by careless handling. 


DONT ALTER YOUR FIREARM. Improper alterations or modifications te your firearm can be dangerous. 
NEVER alter, modify or change the safety, trigger, sear, hammers of other parts of the firearm. If you think 
your Remington firearm needs io be adjustad or modified, return It to the Remington factory or take ittoa 
recommended Remington gunsmith, 
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ULES OF SAFE FIR LING 


Vill. 


. WEAR EYE AND EAR PROTECTION. Wear shatterproof eyeglasses, shooting glasses, or sunglasses and use 


ser protection, such as eer plugs or muffe whenever you areshooting. Exposure to shooting nolse can cause per 
manenthearing loss. Wear protective eyewear to protect your eyes wheneveryou are chocting, cleaning, azeem— 
bling or disassembling your firearm. 


» TAKE CARE OF YOUR FIREARM. Keep your firearm's barrel(s) clean and free of obstructions Firing a firearm 


with even 4 partially obstructed barrel can be extramely dangerous to you and those around you. If the firearm 
Produces en abnormal sounding report or generates a weak recoil when you shoot, stop firing immediately and 
completely unload your firearm and check to be sure that no obstruction has become lodged in the barral(s). 
Wom, broken, damaged or missing parts may be dangerous. Have your firearm checked periodically by a quali- 
fied gunsmith. 


. NEVER USE IMPROPER AMMUNITION. Only uss ammunition that exactly matches the caliber or gauge mark— 


ings on your firearm. Careless or incorrect reloading js dangerous, Improperly—made reloads may cause the 
barrel or breech of any firearm to burst, which can result in serious personal injury or death to you or those near 
you. your firearm misfires, i.e., fails to fire when you pull the trigger, then take the following precautions: (1} Polnt 
the muzziein a safedirection; (2) Putthe sate in the ‘GAFE’ position; (9) Carefully open the action avoicing expo— 
sure to your face; and {4} remove and discard the shall/cartidge safely. your firearm experiences repeated mis— 
fires, take it to 4 qualified gunsmith or retum it to the factory. 


LOAD AND SHOOT SAFELY. Never lead your firearm until you are in a safe location to shoot, and always keep 
the safety engaged until you are actually ready to shoot at 4 selected target. As snon as you ceases firing, evan 
temporarily, you should immediately engage the safaty in the ‘SAFE’ position. Bafore you pull the trigger, make 
Sure you can 3a6 the target clearly, and the path of the bullet, slug, or shot charge beyond the target. Never shoot 
at water, rocks, of any hard surface. Bullets may glance off such surfaces and cause injuries, Never shoot at noice 
ormovement Know the range ofyour firearm. Remember, shotgun pelletscan travel 500 yards and ehotgun slugs 
have a range of more than one-half mile. Rimfire bullets can travel mora than 1 1/2 miles. Centerfire bullets can 
travel up to 5 miles. 


RULES OF SAFE FIREARMS HANDLING 


IX, UNLOAD YOUR FIREARM WHENEVER YOU ARE NOT SHOOTING. Load your firearm only when you are In 
the field or on the target range ready to fire. Never carry of store a loaded firearm in a bullding or avehicle. Never 
bring «loaded firearm into camp. Unload your firearm before crossing or climbing up or down any obstacle that 
may prevent you Tram keeping full contre! over the firearm, such as a fallen tree, fence, tres stand, or slippery area. 
Never pull a firearm towards yourself nor push it tewarde another person. Unload your firearm as coon as you are 
done sheeting. Unloading your flrearm maans unloading It completaly so there je no ammunition In the cham— 
ber(s} or in the magazine. 


X. STORE YOUR FIREARM SAFELY. Safe storage of firearms and ammunition Isa must. Keep firearms and am— 
munitien away from chikiren and other unauthorized users. Lock unloaded firearms and ammunition securely in 
saperais locaiions. Never leave an unsecured firearm cr ammunition accessible to othars. 


A SHOOT SOBER. Never drink alcohol beverages nor consume anything that can |mpair your judgment or 
physical coordination when you are using 4 firearm. Firearms and alcohol or drugs simply do not mi. 


A LEAD EXPOSURE WARNING: Discharging firearms in a poorly vantlated areas, cleaning firearms, handling 
ammunition may result in exposure to laad, a substance known to cause birth defects, raproductive harm, cancer 
and other serious physical injury. Have adequate ventilation at all times. Wash hands thoroughly after exposure. 


IMPORTANT PARTS OF THE FIREARM 


THE SAFETY 


The manual safety on the Model S00™ Js a tang safety located In 
the center of the top of the frame to the rear of the top lever. Sae 
Pictures 3 and 4. 


algo serves as the barrel selector. Sea 


LETTER 'B' SHOWS 
BOTTOM BARREL WILL FIRE FIRST 


The safety provides additional protection against accidental or unin- 
tentional discharge under normal usage when properly engaged 
and in good working order. 


Te engage the safety In the SAFE" position, pull tt rearward. The let- 
ter ‘S' WILL SHOW. See Picture 3. ardiess of the position of the 
safaty, treat every firearm as if it were loaded, and always point the 
muzzle in a safe direction. 


Always put the safety In the ‘SAFE’ position before handling, loading 
or unlcading the shotgun. 


When you are ready to fire the shotgun, push the safety forward so 
that the letter ‘S" DOES NOT SHOW. The safety Is now in the “FIRE” 
position. See Picture 4, 


THE BARREL SELECTOR 


NOTE: Your Modal 300 shotgun has two barrels and one trigger. 
A barrel selector Is provided te allow you to select which barrel ta 
fire first. 


The barrel selector is positioned in the canter of thesafety. Moving 
the barrel selector right or left determines which barrel will fire first. 


To select the top barrel to fire first, push the barrel selector to the 
fight. This will expose the letter ‘T. See Picture 3. 


To select the bottom barre! to fire first, push the barre! selactor to 
the left. This will expose the letter ‘B’. See Picture 4. 


MODIFYING THE SAFETY 


The practice of modifying any firearm safety mechanism to render 
it Ineparable |s not recommended. However, Remington recog- 
nizes that many competitive target shooters do this, as well as lock- 
ing out the barrel eslector to always fire a specific barrel firet 


Should such modifications be desired for competitive target 
shooting, use the procedure described on Page 18. 


a WARNING: For your safety as well as those around you, any- 
one handling tha modified firearm must be advised that the safety 
switch has bean dleabled. 


THE TRIGGER 


A WARNING: DO NOT TOUCH THE 
TRIGGER UNTIL YOU ARE READY TO 
FIRE. 


Pulling the tigger fires the shotgun. 


After the first barre! has been fired, release 
to Its full forward position and then pullthe trigger again tofira 
the second barral, 


A WARNING: Do not alter or modify the tigger or firing 
mechanism. 


Thewelghtof the trigger pull ls presetatthe factory to provide 
a safe and reliable trigger pull force. 


All adjustments to the trigger, tigger pull and firing mecha- 
nism must be made only by the factory or a REMINGTON 
RECOMMENDED GUNSMITH. 


CAUTION: Dry firing the Medel 300™ with empty chambers 
Is not recommended unless snap caps are used to cushion 
the firing ping to prevent damage to the firing pin holes. Ex- 
cessive dry firing without anap caps could cause the firing 
pins to bind, resulting In misfires. 
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THE AUTOMATIC EJECTORS 


The ejectors automatically aject any fired rounds from the barrels 
when the barrel assembly Is broken open. Unfired rounds will not 
be ejected but willbe lifted away from the breach face of the barrels 
whan the action opened. This will allow unfired shalis to ba easily 
ramoved by hand. 


TO DISABLE THE AUTOMATIC EJECTORS SO THAT FIRED 
SHELLS MUST BE REMOVED MANUALLY: 


Some shooters prefer that fired shells notbe ejected automatically 
when the action is opened, To disable the automatic ejectors, de 
the following: 

1 Remove the barrel assembly. See instructions on Page 13. 


AUTOMATIC EJECTORS 


—————— > 


IDE OUT TO DISABLE 
AUTOMATIC FUNCTION 
2. Slide out the left and right hand ejector sears and thelr det— 
anting leaf springs. See Picture 5 and Exploded View Page 
21. 


EJECTOR SEAR (LEFT HAND) 


CAUTION: The aprings are located loosely in the rear of the ejec- 
tor sears, and can be easily lost if not handled carefully. 


Fer reinstallation, the ejector sear spring's ‘dimple’ must be facing 
the barrel assembly, See Picture 5, 


A WARNING: The ejectors are part of the shell caee head sup- 
port system. Never shoot the gun with alther ajector not In placa, 
as a shell head may rupture and cause serious personal injury. 


THE TOP LEVER 


Tha top lever Is used tr open the action, 


A WARNING: Beware of pinch points as you open and close 
the action. 


TO OPEN (BREAK) THE ACTION: 


WARNING: Whenever you open the action, keap the muzzle 
pointed In a safe direction and the safety in the "SAFE" position. 


1. Push the rear of the top lever to the right to uniock the action 
and allow the firearm to be opened. Sea Picture 6. 
2. Rotate tha barrel assembly downward to open (break) the 
action. 
A WARNING: When the action Is closed, the firearm can be 
fired. 


THE BARRELS 


A WARNING: The inside of both barrels must be clean and free 
of obstructions. 


]. TO CHECK THE INSIDE OF THE BARRELS: 


. Point the muzzle of the shotgun in a safe direction. 

. Engage the safety in the ‘SAFE’ posifion so the letter ‘S’ 
SHOWS. 

Push the rear of the top laver to the right. 

Rotate the barrel assembly down to open (break) the action. 
Beware of pinch points, 

. Look through both barrels from the breech end to make 
sure there are no obstructions In them, 


mo po wo 


Il TO REMOVE AN OBJECT FROM INSIDE A BARREL: 


A WARNING: NEVER try to remove an object from a barrel by 
leading another shell and firing. This may cause the barre! to burst 


or 4 shell case to rupture, and cause serlous perecnal Injury or 
death to you and those around you. 


1. Remove the barrel assembly following the Instructions 
shown on Page 13. 

2. Usa the correct cleaning rod. 

43. Insert cleaning rod into the muzzle and lightly tap rod to free 
objects. 

4. lfan object cannct be easly pushed out of the barrel with a 
cleaning rod, return the firearm tc the Remington factory or 
a REMINGTON RECOMMENDED GUNSMITH. 


ii, TO CLEAN THE BARRELS AND CHOKE TUBES FOLLOW 
THE INSTRUCTIONS SHOWN ON PAGE 15. 


BEFORE LOADING THE SHOTGUN 


A WARNING: Make sure that the inskle of both barrels Is free 
of dirt or other objects. 


THE CHOKE TUBES 


Your Model 300 over & under shotgun is equipped with Rem.” 
Choke tubes to allew you to utilize the spectiic type of choke 
constriction desired for specific types of hunting or target shoot- 
ing. Achoka tube wranch has also been supplied to be used when 
changing or tightening the choke tubas. 


WARNING: NEVER place your hand over the muzzle when 
changing the cheke tubes, 


TO CHANGE THE CHOKE TUBES: 


. Point the shotgun In a safe direction. 

. Puilthe safety to the *SAFE’ position so theletter ‘S’ SHOWS. 
Open the action and check the chambers to make sure there 
are no shells in elther barrel. 

. Place the choke tube wrench into the choke tubs. 

on the wrench counter—clockwise and remove the choke 
tube. 

. Select the desired choke tube and insert the tube into the 
barral. 

Tighten the choke tube snugly but DO NOT OVER— 
TIGHTEN. 

. Close the action. 

, Following the above procedure, check the choke tubes oc— 
casionally to make sure they have not loosened. 


aA WARNING: NEVER fre the firearm without the choke tubes 
installed. 


A WARNING: NEVER alter a barral by cverbaring or longthen- 
Ing the forcing cone. This may cause the barre! to burst, and cause 
serious personal injury or death to you and those around you. 
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THE FORE-END ADJUSTING SCREW 


The fore—aend adjusting screw is used to adjust the tightness ofthe 
fore—end iron against its matching radius of the frame. See Pic- 
ture 10 on Page 11. Any looseness of the fore—and Iron might pre- 
vent the hammers from being recocked, or might result in a loose 
barre! assembly when the gun is broken open. 


TO ADJUST TIGHTNESS OF FORE—END IRON 


1. Remove the fore—end assembly. Sea Page 13. 

2. Using the 3/32" hex key provided, insertit into the hole in the 
front of the barrel lug. See Picture 7. Aotate it until it finds 
the corresponding hex hole In the end of the fore—end ad— 
justing screw. 


FORE—END IRON 
ADJUSTING SCREW 


3. To increases tightness, rotate the key a fraction of a tum 
counterclockwise whan viewed from breech end of firearm. 

4, Remove the hex key and replace the fore—end aseembly. 
Make sure that the fore~ end latch clozes easily. Check the 
tightness by breaking gun open. 

5. Repeat procedure unti satistactory tightnass Is obtalned. 


The Model 300” Shotgunis shipped with the barrel and fora—end 
assemblies ramoved. See Picture & for location of parts. 


1. Before assembling, clean the barrel assembly following the 
Instructions on Page 15. 

2. Push the rear of the top lever to the right unt it etches 
open. See Picture 6. 

8. Align the circular cute on the underside of the barrel assem— 
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bly with the pivet pine in the front of the frame, See Picture 


Hold the barrel assambly In engagement with the plvot pina 
and allgn the ejector cam pins with thelr cam slots In the 
frame. Then rotate the barrel assembly until the top lever 
latches into place In the center of the frame top tang. 
Carefully place the fors-end assembly at « slight angle to 
the barrel, and fitradius of the fore—end iron to the matching 
radius of the frame, See Picture 10, 

Push the fora—end assembly against the bottom of the 
barrel to latch Into place. 


HOW TO LOAD AND UNLOAD 


TO LOAD THE SHOTGUN: 


A WARNING: Do notload your shotgun until you are in the field 
or at the target range and ready to shoot. NEVER load your shot- 

un in a dwelling, Sullding, vehicle or camp. NEVER lesve your 
loaded shotgun unattended — even momantarily. 


ao foe No 


Point the shotgun in a safe direction. 

Pull the safety to the SAFE’ postition so the ietter 'S’ 
SHOWS. 

Push the rear ofthe top leverto therightto unlock the action. 
Rotate the barrel assembly downward to open (break} tha 
action. Beware of pinch points. 

Place a shall of the corract gauge and length into one or 
both of the barrel chambers. See Picture 11. HH only one 
barrel is to bs loaded, check to make sure the barrel selsctor 
is positioned to fire that barrel first. 


A WARNING: Always check the shell for the correct gauge and 


langth 


before loading the shotgun. Ses Rules of Safe Firearm 


Handling on Page 2. 


6. While still controlling the direction of the muzzle, rotate 
the barrel assembly upward to close and lock the ac— 
tion. Make sure that the top lever has returned to Its 
central position on the frame top tang. 


A WARNING: THE SHOTGUN IS NOW LOADED. 
I. TO FIRE THE SHOTGUN: 


A WARNING: Whenever you Intend to fire your shotgun, 
know your targetand shooteafely. See Safety Rules an Page 
z 


1. Tofire the shotgun, move the safety forward so that the 
letter “S’ is completely covered by the safety. Thesafe— 
ty is now in the ‘FIRE’ position. 


ns WARNING: THE SHOTGUN IS NOW READY TO FIRE. 
2, Pull the trigger to fire the shotgun. 


li. TOUNLOAD THE SHOTGUN: 


A WARNING: Unload your shotgun whenever you are not 
shooting. See Rules of Safe Firearm Handling on Page 2. 


1. Point the shotgun in a safe direction. 

2. Put the safety in the ‘SAFE’ position eo the letter ‘S’ 
SHOWS. 

8, Push the reer of the top lever to the right and opan the 
action. 
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HOW TO DISASSEMBLE 


4. Any fired shell will ra season: ejected from the shotgun 
when the action Is ful . See Picture 12. 


TO DISASSEMBLE: 

1. Point the shotgun in a safe direction. 

2, Pull the safety in the ‘SAFE’ position so the latter ‘S” 
SHOWS. 

3. Open the action and make sure there are no sheils In the 
shoigun. 

4, Close the action. 

5. Lift the fore—end latch. See Picture 13. 


5. Anunfired shell will be partially extracted from the chamber 
and may be removed by hand. 
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TO REMOVE THE STOCK ASSEMBLY: 


1. 
2. 


Pull the front of the fore—end assembly away from the barre! 
slightly. 

Move the fore—end fonvard towards the muzzle and ra— 
move the fore—end agsembly from the shotgun. 

Pueh the rear of the top lever to the right to unlock the action. 
Rotate the barrel assembly downward as far as possible to 
open the action. 


. Move the barrel assembly up and rearward to disengage 


the barrel assembly from the pivot pins In the frame, See 
Picture 14, 


‘MOVE REARWARD TO DISENGAGE _—~Psture 14! 


| Wm : 


Use a hard blunt object to depress the top jever detent to 
unlaich the top lever. See Picture 15. 

Use a philips head screwdriver to locsen the top recoll pad 
screw, then unscrew the lower recoil pad screw and rotate 
the recall pad to axposs the stock bolt hele. 
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NOTE: Apply a small amount of liquid soap or all to the screwdriv- 
er for ease of insertion and to prevent damage to the recoil pad. 


3. Insert a 7/18" socket Into the stock bolt hole. 
4, Unscrew the stock bolt until the stock can be pulled from the 
frame, See Exploded View on Page 21, 


CAUTION: Except as described in this Instruction book, your 
Model 300™ Shotgun should only be disassembled by a Raming- 
ton Recommended Gunsmith. 


ie 


RECOIL PAD SCREW 


TOP LEVER DETENT PLUNGER 
ROTATED RECOIL PAD 


LUBRICATION AND MAINTENANCE 


A WARNING: NEVER lubricate or clean your shotgun unless 
itis completely unloaded. 


TO CLEAN THE BARREL ASSEMBLY: 


1. 


Use the instructions and equipment previded in a good 
cleaning kit. For cleaning kit recommendations, see your 
Remington Recommended Gunsmith. 

Select the correct gauge cleaning orush and attach the 
brush to the cleaning red. 

Put the cleaning brush inte the cleaning solvent 

Push the cleaning red through each barrel from the breech 
end sevaral times. 

Push the correct size cleaning patch through each bore, 
Repeat several times using a clean patch each time until the 
patch is not dirty. 

Remove ell shooting residue from the locking lugs, ajectors 
and ejector sears. See Picture 16, 


A WARNING: After cleaning, always make sure that both bar- 
rela are free of obstructions. 
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TO CLEAN THE CHOKE TUBE: 
hi 


Ramove the choke tube from the barrel. See structions on 
Page 8. 

Clean the choke tube Including the threads with gun clean— 
ing solvent and wipe dry. 

Apply Rem.™ Oil on threads and reaseernble choke tube to 
the barrel following instructions on Page 9. 


TO CLEAN THE ERAME 


TO CLEAN THE FRONT OF THE FRAME: 
1. Brush the inside of the front of the frame with cleaning sol- 
vent and wipe dry. See Picture 17. 
Lightly grease the two pivot pins, the elector cam slots, the 
Inside walls where contact is made with the barrel assembly, 
and the front radius of the frame where it matches the fore— 
and Iron. Use a good extreme pressure grease, 


LIGHTLY GREASE 


2. 


GLEAN INSIDE FRONT OF FRAME 


TO CLEAN THE REAR OF THE FRAME: 


A WARNING: The hammers are under exteme spring prae- 
sure. Pulling the tigger or moving any pertof the tigger assembly 
can caupe a hammer to be released, which may cause personal! 
Injury. Make sure thatthe safety Is In the engaged “GAFE’ position 
wit the letter 'S” SHOWING. 


1, Liberally play the trigger, safety, locking bolt and top 
lever mechanisms with Ram™ Oil and let it stand for 
15 minutes. See Picture 18. 

2. Spray again to wash off components and shake off 
excess lubricant. 


A WARNING: Excessive use of a non—recommanded |u- 
bricants could adversely affect the function and safe opera- 
tion offirsarms. Failure to property maintain your firearm can 
esti da and others to unnecessary risk of personal Injury 
or A 
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Picture 18 SPRAY WITH REM™ OIL AS SHOWN: 
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TO CLEAN THE FORE -END IRON: 


1. Brush the rear of the fore—and iron with cleaning solvent 
end wipe dry. See Pleture 19. 

2. Lightly grease the hammer cocking rod cam surfaces and 

the radius where the fore— end iron matches the frame. Use 

a good exteme pressure lubricant. 


LIGHTLY GREASE 
RADIUS & CAM 
SURFACE 


TO REASSEMBLE THE FIREARM: 


1. Repiace the stock by reversing the disassembly procedure 
described on Page 14. 

2. Reassemble the rest of the firearm following the instructions 
shown on Page 10, 


A WARNING: Your shotgun should ba checked and Inspected 
at "a the Remin Arms Company, Inc. or a 

EMIN N RECOMMENDED GUNSMITH. This will help In- 
sure proper functioning of your shotgun and ald in detecting any 
necessary replacement of wom or damaged parte, Sea Rules of 
Safe Flrearm Handling on Page 2. 


ale 


LUBRICATION: 


Over—lubrication should be avoided at all times, a thin coat of 
-~ Oil helps to prevent the possibility of rusting. See note be- 


When the shotgun is to be stored, It should be carefully cleaned 
and thoroughly oiled. Outside surfaces should be wiped with a 
light coat of Rem™ Cll occasionally. 


un Is to be reused, all lubrication must be 


When your sh 
amber and bora must be thoroughly wiped dry. 


removed. Tha 


NOTE: Remingtcn Rem™ Cllis avaliable from your local dealer. 
If your dealer is out of stock, ask him to order Ram™ Oil from his 
Remington distributor. 


SAFETY MODIFICATION 


Your Medel 300™ Over & Under Shotgun has been designed and 
built with the understanding that some owners will modify their 
safety mechanisms for compettiive target shooting. See Page 6. 


Locking the In the ‘FIRE’ position should only be done by, 
or for, ileal target cer wih many eae sate ne 
handling practice behind him/her. 


AN wannina: Foryour safety, alsa ised Bec 
one handling such a modified firearm must be advised that the 
safety has been disabled, 


Read the following instructions completaly bafora you make these 
modifications. ifthese Instructions are unclear to you, or you heei- 
tate to undertake these steps yourself, take these instructions and 
your firearm to a competent gunsmith, 


ao THE SAFETY IN THE DISENGAGED FIRE’ POSI- 


A WARNING: This modification will pravent the safety from go 
ing to the engaged ‘SAFE’ position. For your safety, as well as 
those around you, anyone handling such 4 modified frearm must 
be edvised that the safaty has been disabled, 


1. Fallow safety procedures and disassemble the fore—end, 
ral ral and the stock from the frame. See Pages 
13 an . 


A WARNING: The hammers, which are under extreme pres- 
sure, Wil now ba exposed. Pulling the tigger or maving ip A 
of the trigger aesembly can cause a hammer to be released, which 
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may cause serlous personal injury. 


2. Locate the safety stop pin, which is in its rear hole in the 
frame, and drive it out towards the left side of the frame. Sea 
Picture 20, 

3. Move the safsty to the ‘FIRE’ j 

4, From the laftside of the frame, reposition the safaty stop pin, 
small diameter first, Into Its front hole, and drive itin until it 
is flush with the side of the frame. See Picture 20. 

5. Check tha motion of the safety to verify that it will not move 
from the disengaged ‘FIRE" position, 

6. Reassemblis the . Sae Pages 10 and 17, 


TO RESTORE NORMAL OPERATION: 


Tha safety can be unlocked, by replacing the safety simp pin back 
Inte rape hola In the one eee Pibtine 20. ee 


FRONT HOLE 


RA 
RRKAN ~~ S 
aw “7a m= 
ee 
SAFETY STOP PIN 


@ SHOWN IN REAR HOLE FOR 
NORMAL FUNCTION 
® MOVE TO FRONT HOLE TO 


TOG ORDER PARTS: 


NOTE: Many Remington Dealers or Service Centers carry 4 full 
ne of parts. Please check with them before ordaring. 


TO ORDER: 
1. CALL OUR TOLL FREE NUMBER: 1-600-243-9700 


A Please have yourfirearm model and serial number ready, in 
addition to the quantity, tem number in the parts listing and 
parts deseripiion. 


B Piease have your Visa, Mastercard, Amex, or Discover Card 
ready, lf you wish to pra—pay by check or money order, an 
exact quote will be given to you over the phone. 

{Sorry, no COD's}; or 


2. Fax your order to: 386-548-7801. Include all of the n- 


formation In 1A & 16 above, In addition to your Name, 
Addrass (with zip) and complete telephone number. 


A WARNING: USE ONLY REMINGTON PARTS IN REMING— 
TON FIREARMS. 


NOTE: 
See parts list for detalls, 


INSTRUCTION BOOKS AND GUNSMITH LIST: 


To gat an Inetruction book for any Remington firearm, or a list of 
recommended gunsmiths, call 1—800-—243-—9700. 
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TO EXPEDITE SERVICE AND PARTS: 


9 = An Authorized Gunsmith listls provided for your use. Please 
contact your Authorized Service Center, for evaluation of 
your firearm, as this mey provide you with the most timely 
service and repairs. 

® =H your local Remington Gunsmith cannot provide the ser— 
vice or rapalrs and you need further assistance, please call 
our toll free number 1-800-243-9700, then press or say 
"4", Then, if shipment of your firearm to Remington is re— 
quired, Ploase: 


1, Enclose In the firearm box the model name of number of 
your firearm, and a note fully describing the problem. In— 


clude your full name and address {including = code) day 
time Feniens number, the model and serial number of 
ut firearm. 


2. lease send your INSURED firearm by aither United Parcel 
Service (UPS) or Parcel Post (US Post Office). 
Ba sure to record the serial number of your firearm before 
sending it to us. 

4. PROOF OF PURCHASE may be required on recently 
man red firearme. 


A WARNING: DO NOT SEND LIVE OR SPENT SHELLS IN 
YOUR FIREARM OR IN THE SAME BOX WITH THE FIREARM. 
THIS 13_A VIOLATION OF FEDERAL LAW, IF YOU FEEL YOU 
MUST SEND SPENT SHELLS PLEASE SEND THEM IN ASEP- 
ARATE PACKAGE AND INCLUDE NAME, ADDRESS pd 
2iP CODE}, TELEPHONE AND MODEL AND SERIAL NUMBER 
OF YOUR FIREARM. 


HOW TO ORDER PARTS AND SERVICE 
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